
Product information sheet
ROAD STUD ADHESIVE 2K – LX93

APPLICATION CONDITIONS:

CATALYST MIXING RATIO:

SUBSTRATE PREPARATION:

PROPERTIES:

TECHNICAL PROPERTIES:

Substrate temperature

Ambient temperature

Temp (ºC)

0 - 5 6%

4%

2%

1%

60

40

20

10

900 g

600 g

300 g

150 g

5 - 10

10 – 20

20 – 30

Catalyst 
(% of Adhesive)

CURING TIME:

Phase

Pot life

Load bearing

ca. 15 min

30 – 45 min

Time (20ºC)

Minimum 0ºC, maximum 30ºC

Minimum 0ºC, maximum 30ºC

< 6% moisture (carbide measurement)

< 95% R.H.

Beware of condensation

Solvent-free

UV-resistant

Waterproof

Fast curing

Electrical 
conductivity

insulating

Adhesion1 (N/mm2) > 1.5
(Concrete 
     failure)

Flexible

Abrasion resistant

Trafficable

Moisture content substrate

Relative humidity

Dew point

LX93 Adhesive is a pigmented PMMA casting mortar that cures by mixing with the BPO catalyst LX93-CAT. Suitable for 
bonding road studs, sensors and detection loops and for repairs where a flexible, fast-curing mortar is required. 
Applicable on road surfaces, parking decks, ramps and other traffic-loaded surfaces, among others.

LX93 Adhesive is characterized by rapid curing, high mechanical resistance, Abrasion resistance and excellent weather 
resistance. 

Component A: LX93-A
Component B: LX93-CAT

The temperature of the substrate and of the uncured material must be at least 
3ºC higher than the dew point. Apply ventilation in enclosed spaces.

The substrate must be sound, clean, dry and load-bearing and free from dust, dirt, 
oil, grease and other contaminants that reduce adhesion. Remove loose or poorly 
adhering parts completely. In case of doubt, carry out an adhesion test 
beforehand. 

INFORMATION:
LX93 Adhesive: Liquid, black 
grey coloured, 15kg tin

Shelf life: Up to 12 months after 
production date in original, 
sealed, unopened and 
undamaged packaging, stored 
dry between 5ºC and 30ºC.

CONSUMPTION:
The consumption of Road Stud Adhesive is approx. 1.85 kg/m² per mm layer 
thickness depending on the substrate and application method.

APPLICATION:
Stir LX93-A  adhesive thoroughly before use. Then add the correct amount of 
LX93-CAT and mix for at least 2 minutes with a slow-speed mixer until a 
homogeneous mixture is obtained. Pour into a clean bucket to avoid unmixed parts 
and mix briefly again.

Process the material immediately after mixing. Apply LX93-A adhesive to the 
desired location and finish to the desired layer thickness or shape.

Catalyst per 15kg adhesive 
(g)

Catalyst per 1kg adhesive 
(g)
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The information and recommendations provided are based on the current 
knowledge and experience of Van Wylick Road Studs when used correctly under 
normal conditions. Due to variations in materials, substrates and conditions, no 
guarantee or liability can be accepted for suitability or application. Van Wylick 
Road Studs reserves the right to modify product properties. Proprietary rights of 
third parties must be respected. All deliveries are subject to the applicable terms 
and conditions of sale and delivery.

Wear suitable protective equipment during application.

Protect the system during application and curing against rain and water.

Process mixed material immediately.

IMPORTANT NOTES:

LEGAL NOTICE:

All technical data in this 
product information sheet are 
based on laboratory tests. Data 
may vary depending on 
conditions.

VALUE BASIS:

For information and advice on 
the safe handling, storage and 
disposal of chemical products, 
the user should consult the 
most recent product safety 
information sheet concerning 
the physical, ecological, 
toxicological and other 
safety-related data.

HEALTH AND SAFETY:


